
Alarm Center
The CIS contains an automated warning generator 
which can be directed to send pre-set messages to a 
designated email address. Variables are set to 
define the requirements for an alert status.

The alarm wizard can send alarms to warn of 
overheating boilers, a no-flow condition in a 
circuit, and excessive system temperature. Each 
alarm can be populated with unique temperatures 
and requirements, as well as a rate of dispatch and 
a custom message.
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Download Function
This feature downloads approximately 7 days of 
stored history from the CPU-1000 onto your 
computer. This downloaded file will allow you to 
look at a detailed historical trace of many precise 
intervals in time as they relate to the boiler, 
pump, and temperature status.

If a system fault or trouble condition has taken 
place within the 7 day window you will have the 
opportunity and tool to analyze a number of 
status conditions at a pin-point time and date 
immediately prior to the event. From here you 
may be able to determine the cause of the fault 
and take remedial action.

Preset profiles can also be developed for seasonal 
heating load fluctuations, further maximizing 
system effectiveness and minimizing heating cost.
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Quikload
The Quikload application allows installers to 
access all of the programming steps in the 
CPU-1000 from a single screen. The simple 
interface allows all parameters to be adjusted for a 
complete system, including design values and the 
status of system functions.

The Quikload provides an all encompassing 
overview of your systems parameters, making it 
convenient to compare current settings against 
previous setups. Easily switch back and forth 
between a variety of configurations to monitor 
system efficiency under different circumstances.

Profiles can also be saved and loaded, providing a 
time saving convenience for installers 
commissioning multiple sites with similar 
characteristics.
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